
 
 

Safety information and warnings– kitchen hood 

(safety information and warnings within the meaning of Article 19 D) 

REGULATION (EU) 2023/988 OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL  
of 10 May 2023 

 on general product safety, amending Regulation (EU) No 1025/2012 of the European Parliament 
and of the Council and Directive (EU) 2020/1828 of the European Parliament and the Council, 

and repealing Directive 2001/95/EC of the European Parliament and of the Council and Council 
Directive 87/357/EEC 

 

NOTES ON SAFETY 

Before using the appliance, please carefully read this manual! 

The appliance is designed for household use only. 

The manufacturer reserves the right to introduce changes, which do not affect operaƟon of the 
appliance. 

The manufacturer shall not be liable for any damage or fire caused by the appliance resulƟng from 
failure to follow instrucƟons in this manual. 

Cooker hood is designed to remove cooking odours. Do not use cooker hood for other purposes. 

Connect the cooker hood operaƟng in extracƟon mode to a suitable venƟlaƟon duct (do NOT connect 
the cooker to smoke or flue gas ducts, which are in use). It requires installaƟon of the air extracƟon 
duct to the outside. The length of the duct (usually a pipe of Ø 120 or 150 mm) should not be longer 
than 4-5 m. An air extracƟon duct is also required for telescopic and furniture hoods in absorpƟon 
mode. 

Cooker hood operaƟng in air recirculaƟon mode requires the installaƟon of an acƟvated charcoal filter. 
In this case, installing an extractor duct is not required, however it is recommended to install an air 
guide vane (Mainly in chimney cooker hoods). 

The cooker hood features independent lighƟng and exhaust fan that can be operated at one of several 
speeds. 

Depending on the type, the hood is designed to be permanently aƩached to a verƟcal wall over a gas 
or electric stove (chimney and universal hoods); on the ceiling over a gas or electric stove (island 
hoods); on the verƟcal built in furniture over a gas or electric stove (telescopic and built- in hoods). 
Before installing, make sure that the wall/ceiling structure is strong enough to suspend the hood. Some 
hoods are very heavy. 

The installaƟon height of the appliance above the electric and gas hob is specified in Figure 1 and in 
the product sheet (technical specificaƟon of the appliance). 

Do not leave an open flame under the hood. When the pots are removed from the burner, set the 
minimum flame. Always make sure that the flame does not extend outside the pot, because it causes 
unwanted loss of energy and a dangerous concentraƟon of heat. 

When cooking on fat, supervise the pans constantly, because overheated fat can ignite. 



 
 

Unplug the appliance before any cleaning, replacing the filter or repair work. 

Cooker hood grease filter should be cleaned at least once a month, because the filter saturated with 
fat is flammable. 

Ensure adequate venƟlaƟon (air flow) if other equipment such as liquid fuel stoves or heaters are 
operated in the room in addiƟon the cooker hood. When the cooker hood is simultaneously operated 
with burning appliances requiring adequate fresh air from the room to work properly, their safe 
operaƟon is possible if under pressure around these appliances is a maximum of 0.004 mbar (this does 
not apply when the cooker hood is used as an odour filter) 

Do not lean on the hood. 

The hood should be cleaned regularly both inside and out (AT LEAST ONCE A MONTH, following the 
indicaƟons concerning maintenance provided in this manual)..Failure to adhere to the rules concerning 
cleaning the hood and replacing filters results in a fire risk. 

If the power cord is damaged it should be replaced by a specialised service centre. 

Ensure that it is possible to disconnect the appliance from the mains by removing the plug or switching 
off the bi-polar switch. 

This appliance is not intended for use by persons (including children) with physical, mental or sensory 
handicaps, or by persons inexperienced or unfamiliar with the appliance, unless under supervision or 
in accordance with the instrucƟons as communicated to them by persons responsible for their safety. 

ParƟcular aƩenƟon should be paid not to allow unaccompanied children to use the appliance. 

Make sure voltage indicated on the nameplate corresponds to the local mains supply voltage. 

Before use, extend and straighten the power cord. 

Packaging materials (bags, polyethylene, polystyrene, etc.) should be kept away from children during 
unpacking. 

Before connecƟng the hood to the mains power supply always check that the power cord is properly 
installed and is not trapped by the appliance. Do not connect the appliance to the mains unƟl assembly 
is complete. 

Do not operate your kitchen hood without the aluminium grease filters. 

It is strictly forbidden to cook dishes under on an open flame (flambé) under your kitchen hood. 

Always strictly adhere to regulaƟons issued by the competent local authoriƟes regarding the technical 
and safety requirements for fume extracƟon. 

Failing to Ɵghten bolts and fasteners in accordance with these instrucƟons may endanger life and 
health. 

Hanging kitchen hoods operate only in air circulaƟon / odour absorber mode. 

WARNING! Failure to install the screws or fixing device in accordance with these instrucƟons may result 
in electrical hazards. 

This appliance can be used by children aged 8 years and older or by persons with physical, mental or 
sensory handicaps, or by those who are inexperienced or unfamiliar with the appliance, provided they 



 
 

are supervised or have been instructed how to safely use the appliance and are familiar with risks 
associated with the use of the appliance. Ensure that children do not play with the appliance. Cleaning 
and maintenance of the appliance should not be performed by children unless they are 8 years or older 
and are supervised by a competent person. 


